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–– NexSys® COMpact™
–– Standard battery

Battery charge for 
Standard technology



Battery Type Standard Pack NexSys COMpact

Battery 
Type

sizes
(mm) V batt C5/Technology

MAX 
Avail Cap 
per Day

Charger V batt C5/
Technology

MAX 
Available 
Capacity

NexSys
Charger

DIN 1 621x209x625 24V 250Ah Flooded
220Ah GEL

200Ah Flooded
176Ah GEL

24Volts
35/40 A 24V 190Ah 

TPPL
304Ah 
TPPL

NexSys 
COMpact 

1 kW (38 A)

DIN 2 621x281x625 24V 375Ah Flooded
330Ah GEL

300Ah Flooded
264Ah GEL

24Volts
50/60 A 24V 285Ah 

TPPL
456Ah 
TPPL

NexSys 
COMpact 

2 kW (76 A)

BS 660x145x690 24V 200Ah Flooded
162Ah GEL

160Ah Flooded
129Ah GEL

24Volts
25/35 A 24V 158Ah 

TPPL
252Ah 
TPPL

NexSys 
COMpact 

1 kW (38 A)

Most common models shown. Specific models can be developed. Ask your EnerSys representative today !

 

NexSys COMpact Life COMpact
Profile NEXSYS STND NEXSYS FAST NEXSYS BLOCS Profile Flooded HD GEL

Charging rate 0,2C5 0,25C5 0,26C5 0,4C5 0,2C5 0,7C5 Charging Rate 0,13C5 0,25C5 0,17C5 0,22C5
Recharge time 
20%-100% SOC 6,25 h 5,5h 5,5 h 4,6h 6,25h 3,5h Recharge time 

20%-100% SOC 8,5h 6,5h 10h 9h

Recharge time 
40-80% SOC 2h 1,6h 1,5h 1h 2h 0,6h Recharge time 

40-80% SOC 7h 6h 8,5h 8h

 Model C5 battery capacity (Ah) Model C5 battery capacity (Ah)

NexSys COMpact 1kW  5 A- 38A 120- 190 120- 152 124- 147 ------------ 26- 190 26- 55 LifeCOMpact 1kW  5 A- 38A 47- 293 24- 152 36- 224

NexSYs COMpact 2 kW 39A-76A 195- 380 156- 304 150- 293 120- 190 195- 380 56- 109 LifeCOMpact 2kW 39A-76A 300- 585 156- 304 230- 448 219- 346

Specifications Units NexSys
COMpact

LIFE
COMpact

Nominal Battery Voltage V 24

Input voltage Vac 230V +/-10%

Frequency Hz 50Hz

Max current draw @ 230V AC/ Module A 5.4

Power factor 0.99

AC input cable mm2 1.0

AC input cable Length m 2.5

Max output current/ Module A 38

Battery cables section mm2 10

Battery cables length m 1.0

IP Protection IP20

Operating temperature °C 0-45°C

Display LEDs

Weight /Module kg 2.7

Dims. (H x W x D) without rubber mm 69.4 x 131.0 x 274.5

Dims. (H x W x D) with rubber mm 84.4 x 131.0 x 277.0
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EnerSys Asia Headquarters
Gateway East Building
152 Beach Road
Singapore, 189721

China
Room 902, Sheng Gao Int. Building
No. 137 Xian Xia Road
Shanghai, PRC, 200131
+86 21 6273 6300

Australia
46 Egerton Street
Silverwater, NSW, 2128
Australia
+61 2 9739 9999

New Zealand
111B Kerwyn Avenue
East Tamaki, Auckland, 2013
New Zealand
+64 9 2654770

Singapore
No. 85 Tuas Ave 1
Singapore, 639518
+65 6558 7333

Malaysia
No. 10 Jalan Anggerik Mokara 31/47
Kota Kemuning, Seksyen 31
40460 Shah Alam
Selangor Darul Ehsan, Malaysia
+60 3 5125 1111

Philippines
East Main Avenue
Unit 3,  LTI Standard Factory Building 1
Laguna Techno Park, Biñan, 4024, Laguna
Philippines
+63 49 530 165

India
Narasimharaopalem (V), 
Veerullapadu (M),
Krishna Dist. – 521 181
Andhra Pradesh, India
+91 96525 25292

Japan
5F Mitaka Mitsubishi Building
Shimorenjyaku 3-26-12
Mitaka, 181 0013
Tokyo
+81 0422 70 3831


